
SHUR-LOC® “ 2”  (TANDEM)  
INSTALLATION INSTRUCTIONS FOR NEWMAN FRAMES:  
 

1.   Loosen all bolts on 
frame 

 
2.   Before inserting tan-

dem strips into the ex-
trusion on tube, re-
move the two (2) small 
die-cast aluminum 
“ear” tabs on ONE end 
of the tube extrusion.  
Use a screwdriver and 
lift and remove “ear” 
tabs.  This allows the 
tandem extrusion to 
slide into the frame 
tube extrusion. See 
Fig. 1. 

 
3.   Make sure frame tube 

extrusion does not 
have excess debris 
that would cause inter-
ference. 

 
4.   Remove one end bolt on frame tube.  Lift end of tube above frame and insert tandem extru-

sion into frame (make sure tandem is inserted to accept the Shur-Loc® panel to the inside of 
the frame).  The cambered tandem extrusion makes a holding position possible for centering 
tandem on frame tube.  Replace bolt on frame corner and repeat on each side of frame. 

 
 
LOADING THE SHUR-LOC® PANEL ONTO THE TANDEM -  INSTRUCTIONS: 
 

1.   Install two (2) Shur-Loc® plastic inserts onto two parallel tandem connectors making sure they 
are centered.  Apply moderate tension to fabric on frame allowing an easier installation for the 
remaining two (2) plastic inserts onto tandem connectors. FIG 2. 

 
2.  Rotate frame tubes evenly to recommended fabric tension. 
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